**Coroplastic Sheet**

**Product Description**
Fluted polypropylene designed for flatbed UV digital printing for creating interior or exterior signage.

**Physical Properties**

- **Weight:** 5.6lbs per 48x96
- **Thickness:** 4mm

**Features/Benefits**

- Electrostatically double treated by “Corona Discharge” on both sides to allow inks and adhesives to bond.
- Ideal for indoor and outdoor applications.
- Easily finished in traditional die cutting presses and flatbed table cutting devices.
- 100% waterproof and stain resistant.

**Applications**

- Real Estate Signage
- Political Signage
- Exterior Signs
- Interior Signs
- Point of Purchase Displays
- Retail Display Graphics

**Printer Compatibility**

- Flatbed UV Digital Printers
- Screen Print

**Product Information**

<table>
<thead>
<tr>
<th>Item</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>5451-CACG0401L-4896</td>
<td>Duratex Coroplastic White 48x96x4mm</td>
</tr>
<tr>
<td>5451-CACG0401L-60120</td>
<td>Duratex Coroplastic White 60x120x4mm</td>
</tr>
</tbody>
</table>

To place an order or more information, please contact customer service at 888-274-8626.

Disclaimer: Pitman - An Agfa Company, is not responsible for typographical errors. This data sheet is strictly intended as a guideline only and does not make any guarantees in regards to this information.