**Duratex 2.3 Mil High Performance Laminates**

**Product Description**

Duratex High Performance Laminates are 2.3 mil crystal-clear, conformable, premium-calendered films supplied on a 53# liner. Available in gloss and matte finishes. Recommended to us as a protective UV laminate over the Duratex 2.3 High Performance Vinyl with Air Egress Liner.

- **Film:** 2.3 mil Polymeric Vinyl
- **Liner:** 53 lb.
- **Finish:** Gloss Clear and Matte Clear
- **Gloss Level:** Gloss, 60°(avg.) / Matte, Less than 10°(avg.)

---

**Typical Performance Values**

The following information on physical and chemical characteristics is based upon tests believed to be reliable. The values are intended only as a source of information. They are given without guarantee and do not constitute a warranty. The purchaser should independently determine, prior to use, the suitability of this material for his/her specific purpose. (Data represents averages and is not intended for use as a specification).

- **Durability:** Outdoor - 5 years
- **Minimum Application Temperature:** +40°F
- **Service Temperature Range:** -40°F to +180°F
- **Chemical Resistance:** Resistant to alkalies, mild acids, most petroleum based oil, grease and aliphatic solvent and salts.

**Typical Adhesion Values:**

- **180° Peel Test**
  - **Substrate:** Stainless Steel
  - **24 hrs.**
  - **40 oz/in.** / Tested with PSTC-1 / 24 hr dwell at 70°F and 50% relative humidity. Test thoroughly before production.

**Shelf Life:**

1 - year shelf life / Store at 70°F and 50% relative humidity.

---

**Product Information**

High Performance Gloss Clear Laminate - Permanent

<table>
<thead>
<tr>
<th>Size</th>
<th>Gloss</th>
<th>Matte</th>
</tr>
</thead>
<tbody>
<tr>
<td>54&quot;x150&quot;</td>
<td>4827-0331-54150</td>
<td>4827-0340-54150</td>
</tr>
<tr>
<td>60&quot;x150&quot;</td>
<td>4827-0331-60150</td>
<td>4827-0340-60150</td>
</tr>
</tbody>
</table>

---

**Disclaimer:** Pitman is not responsible for typographical errors. This data sheet is strictly intended as a guideline only and does not make any guarantees in regards to this information.

- Call 888-274-8626 • www.shop.agfapitman.com
- Fax 800-626-7889 email customercare_us@agfa.com